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RESIDUAL HEAT INDICATORS
As long as the element is hot a light will continue to glow. This 
safety feature will lessen the chance of accidently buring yourself.  

ELECTRONIC SLIDER CONTROL
Control all cooking zones just by sliding your finger.  

POWER MANAGEMENT
Consumers can select between 4 different levels of maximum 
power absorption depending on the available power in the house.

WARRANTY
Guarantees peace of mind and value for money knowing that any 
product fault or defect is covered by full replacement parts and/or 
a service call to ensure the product works as described.

MAIN COLOUR FINISH Glass 

PRODUCT DIMENSIONS W 580mm x H 52mm x D 510mm

COOKING ZONES 4

BOOSTER ZONES 4

FUNCTIONS Power Management 
Auto Pot Recognition 
Residual Heat Indicator 
Acoustic Signal Timer 
Programmable Timer 

CONTROLS Electronic Slider

POWER REQUIREMENTS 7.2kW 
240VAC
50Hz

POWER LEVELS 18 + Booster

CURRENT REQUIREMENTS 31.3amps

ZONE SPECIFICATIONS FLHAS - MIN 10- MAX 14.5
FRHS - MIN 15 - MAX 21
RLHS - MIN 15 - MAX 21
RRHS - MIN 10 - MAX 14.5

INSTALLATION Built-In

NET WEIGHT 12.5kg

ELECTRICAL CONNECTION Plug and Supplied

INSTALLATION Built-In

NET WEIGHT 14.2kg

WARRANTY 5 years

INDUCTION COOKING
Induction cooktops heat up two times faster than gas or ceramic 
hobs, resulting in up to 40% saving on energy. The precision 
heating feature means that the induction method heats your pan 
directly, rather than the hob 
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